STREET LIGHT STYLE ON DESIGNATED STREETS

Street light installation is categorized into a specific style for each designated street section in which the street light is installed. Luminaires shall be at a minimum Light Emitting Diode (LED) lights in 3000K color with a 7 pin adapter.

The following street light styles shall be utilized on these designated street sections.

A. Residential Streets - Residential Collectors (49-56 foot right-of-way) LID Local Streets (41-52 foot right-of-way)
   Type 5 or Type 6
   Style: Rectangular (Type 5) or Westbrooke (Type 6)
   Pole: Rectangular - Minimum Thirty (30) foot bronze composite (25 foot mounting height) OR Westbrooke - Eighteen (18) foot black aluminum with four 4 foot mast arm

B. Collector (69-77 foot right-of-way without on-street parking, 79-93 foot right-of-way with on-street parking)
   Type 1
   Style: Cobrahead
   Pole: Thirty (30) foot aluminum with 6 foot davit

C. Commercial/Industrial Street (62 foot right-of-way)
   Type 1
   Style: Cobrahead
   Pole: Thirty five (35) foot aluminum with 8 foot davit

D. Minor Arterial Street (73-81 foot right-of-way,) Major Arterial (95-107 foot right-of-way)
   Type 1
   Style: Cobrahead
   Pole: Thirty (30) foot aluminum with 6 foot davit

E. Grahams Ferry and Tooze Road adjacent to the Villebois Village development
   Type 1
   Style: Cobrahead
   Pole: 35 foot black fiberglass direct bury pole (30 foot mounting height) with 6 foot arm

Any deviation of street light style for a designated street requires approval of the City Engineer.

The City of Wilsonville makes no representations or warranties regarding street lighting equipment, whether included or not included on this list of approved street lighting equipment. Inclusion on this list is not an endorsement of the equipment nor does it mean that the listed equipment is appropriate for requirements applicable to all street lighting applications. If equipment is not included in this list, it does not reflect whether or not such equipment is appropriate for street light use.