1. THRUST BLOCKS SHALL BE PROVIDED AT FIRE HYDRANTS, WET TAPS, AND ALL UN-RESTRAINED WATER SYSTEM APPURTENANCES ONLY, UNLESS OTHERWISE DIRECTED BY THE CITY'S AUTHORIZED REPRESENTATIVE.

2. ALL VALUES ARE BASED ON THE FOLLOWING ASSUMPTIONS:
   - AVG. PRESSURE = 100 PSI X 2 (SAFETY FACTOR)
   - 1500 PSF SOIL BEARING CAPACITY

3. ALL FITTINGS SHALL BE WRAPPED IN PLASTIC (8 MIL. MINIMUM) PRIOR TO PLACEMENT OF CONCRETE.

4. BEARING SURFACE OF THRUST BLOCKING SHALL BE AGAINST UNDISTURBED SOIL.

5. CONCRETE SHALL BE COMMERCIAL MIX, MIN. COMPRESSIVE STRENGTH OF 3000 PSI AT 28 DAYS.

6. ALL PIPE ZONES SHALL BE GRAVEL FILLED AND COMPACTED.

7. THRUST BLOCKS FOR PLUGGED CROSS AND PLUGGED TEE SHALL HAVE #4 REBAR LIFTING LOOPS INSTALLED AS SHOWN.

8. VERTICAL THRUST DETAILS-SEE DWG. WT-3005.

9. STRADDLE BLOCK DETAILS-SEE DWG. WT-3010.

* BLOCK TO UNDISTURBED TRENCH WALLS

** THRUST BLOCKS WILL BE INDIVIDUALLY DESIGNED AND STamped BY THE ENGINEER.