STRONGBOX FRONT ENTRY WITH CONCRETE PAD
1. STRONGBOX ENCLOSURE FRONT ENTRY PN#89-2455.
2. AUTOMATIC CONTROLLER. CONTROLLER SUBASSEMBLY (CSA) INCLUDES
   GFI, SWITCH, TERMINAL STRIPS WITH PLACARDS.
3. 120-VOLT SERVICE IN CONDUIT.
4. PEDESTAL RISER (OPTIONAL).
5. PVC CONDUIT OUT TO CONTROL VALVES.
6. Poured CONCRETE BASE, 6" MIN. THICKNESS EXTENDING 4" BEYOND
   OUTSIDE DIMENSIONS OF ENCLOSURE WITH 1/2% SLOPE FOR DRAINAGE.
7. FINISH GRADE.

SECTION- LARGE POP-UP ASSEMBLY
- TOP OF PAVING OR CURB
- FINISHED GRADE
- POP-UP ASSEMBLY
- P.V.C. SCHED. 80 NIPPLE
- SCHED. 80 P.V.C. STREET EL
- SCHED. 80 P.V.C. T X T 90 DEG. EL
- LATERAL LINE
- SCHED. 80 elbow or TEE
- SCHED. 80 P.V.C. STREET EL

SECTION- SMALL POP-UP ASSEMBLY
- TOP OF PAVING OR CURB
- FINISHED GRADE
- SPECIFIED SPRINKLER
- MARLEX STREET ELBOW
- SWING PIPE (POLY PIPE 4" MAX. LENGTH)
- MARLEX STREET ELBOW
- SCHED. 80 TEE
- IRRIGATION LATERAL
- WALL
- IRRIGATION SLEEVE
- FINISHED GRADE
- NOTES:
  - EXTEND IRRIGATION SLEEVE 12" BEYOND EACH SIDE OF PAVING.
  - DEPTH OF MAINLINE = 24".
  - DEPTH OF LATERAL = 18" MIN.
  - WALL: IRRIGATION SLEEVE, AS SPECIFIED IN LINES PASSING THROUGH WALL.
  - INSTALL IRRIGATION SLEEVES AS SPECIFIED AT SAME TIME AS WALL CONSTRUCTION.

SECTION- IRRIGATION SLEEving
- NOTES:
  - SLEEVES ARE TO BE TWICE THE DIAMETER OF THE LINE OR LINES
  - PASSING THROUGH.

---

Public Right-Of-Way Irrigation Details Part 2

<table>
<thead>
<tr>
<th>DRAWING NUMBER: WT-3125</th>
<th>DRAWN BY: SR</th>
<th>SCALE: N.T.S.</th>
</tr>
</thead>
<tbody>
<tr>
<td>FILE NAME: WT-3125.DWG</td>
<td>APPROVED BY: NK</td>
<td>DATE: 2/20/18</td>
</tr>
</tbody>
</table>

CITY OF WILSONVILLE
PUBLIC WORKS STANDARDS