Section 4.180. Exceptions and Modifications - Projections into Required Yards.

(.01) Certain non-structural architectural features are permitted to project into required yards or courts, without requiring the approval of a Variance or Reduced Setback Agreement, as follows:

A. Into any required yard:
   1. Architectural features may project into the required yard not more than two (2) inches for each foot of required setback.
   2. Architectural features on buildings within the Coffee Creek Industrial Design Overlay District shall be subject to the applicable requirements in Section 4.134. [Added by Ord. 682, 9/9/10]
   3. Open, unenclosed fire escapes may project a distance not exceeding forty-eight (48) inches.

B. Into any required yard, adjoining a street or tract with a private drive: [Amended by Ord. 682, 9/9/10]
   1. Architectural features may project a distance not exceeding forty (40) inches.
   2. An uncovered porch, terrace, or patio extending no more than two and one-half (2 1/2) feet above the finished elevation may extend within three (3) feet of an interior side lot line, or within ten (10) feet of a front lot line or of an exterior side lot line. [Section 4.180 Amended by Ord. #812, 2/22/18]

Section 4.181. Exceptions & Modifications - Height Limits.

Except as stipulated in Sections 4.800 through 4.804, height limitations specified elsewhere in this Code shall not apply to barns, silos or other farm buildings or structures on farms; to church spires; belfries; cupolas; and domes; monuments; water towers; windmills; chimneys; smokestacks; fire and hose towers; flag poles; above-ground electric transmission, distribution, communication and signal lines, towers and poles; and properly screened mechanical and elevator structures.

Section 4.182. Exceptions and Modifications - Setback Modifications.

In any residential zone where the average depth of at least two (2) existing front yards on adjoining lots or within one hundred fifty (150) feet of the lot in question and within the same block front is less or greater than the minimum or maximum front yard depth prescribed elsewhere in this Code, the required depth of the front yard on such lot shall be modified. In such case, the front yard depth shall not be less than the average depth, nor more than the greater depth, of existing front yards on at least two (2) adjoining lots within one hundred and fifty (150) feet. In the case of a corner lot, the depth of the front yard may be reduced to that of the lot immediately adjoining, provided, however, that the depth of a front yard on any corner lot shall be at least ten (10) feet.